WARNING
THE USE OF THIS EQUIPMENT OUTSIDE OF THE AUTHORIZED AREA REQUIRES ANOTHER PERMIT.

RULES:
1. Cover or remove combustible materials within 9.1m (30 feet). Special precautions needed for elevated work or when there are floor openings.
2. Determine the contents of tanks or containers before cutting or welding.
3. Warn persons below before starting.
4. A firewatch must be maintained on the job for 60 minutes after finishing.
5. Do not cut or weld over wooden floors unless they are wetted down.

WELDING & CUTTING PERMIT

THIS PERMIT IS ISSUED SUBJECT TO THE OBSERVATION OF THE RULES SHOWN ON THE REVERSE SIDE.

The use of this equipment was authorized by:

Job No. ............... Date ...........................................................

Time Started ........... Finished ..................................................

Location of Job.................................................................

THE JOB LOCATION HAS BEEN EXAMINED & FOUND TO BE SAFE. A WATCH PERSON WITH A SUITABLE FIRE extinguisher OR SMALL HOSE HAS BEEN ASSIGNED TO THIS JOB.

Signed .................................................................

Supervisor .................................................................

Permit No. 000852

Permit No. 000852 Date ..................................................

Time Started ........... Finished ..................................................

Location .................................................................

Welder .................................................................